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-- Chaise longue for public spaces.
-- Available in two versions:
-- a) Wood
-- b) Recyplast – Recycled Plastic (does not require maintenance) **
       ** Version especially recommended for promenades, coastal areas or places with high exposure to saline corrosion.
-- Support structure made of 3 and 5mm thick galvanized and pickled steel with anticorrosive primer rich in zinc and 
thermo-heating polyester powder coated finish.

-- Seat area made of:
a) Tropical wood protected by water-based "lassure".
b) Recycled plastic from post-consumer plastic waste (Recyplast).

-- Can be fixed to the ground with 4 M8 expanding bolts (included) or used without anchoring “free-standing”.
-- Delivered assembled or unassembled according to the needs and requirements of the customer.
-- Part of the Malaga street furniture collection: Bench, Litter Bin, Planter and Picnic table.
-- Guaranteed reliability: this product has satisfactorily exceeded functionality and endurance tests under real 
environmental and usage conditions.



MODEL CODE

TROPICAL WOOD

RECYPLAST (recycled plastic)

To process all your order, you must choose the corresponding model code.

Code

Code

Description

Description

Malaga Chaise longue -Tropical wood -Disassembled

Malaga Chaise longue -Recyplast -Disassembled

Malaga Chaise longue -Tropical wood -Assembled

Malaga Chaise longue -Recyplast -Assembled

MPCU5011U

MPCU5012U

MPCU5011M

MPCU5012M
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PACKAGING-LOGISTIC DETAILS

2Malaga Chaise Longue Assembled 1800 800 950 107 Kg 1,37 m3

Packing details (with pallet)

 

W

H

L

10Malaga Chaise Longue Disassembled 1800 800 1890 365 Kg 2,72 m3

*

EXTRA FINISHES (TO IMPROVE CORROSION RESISTANCE)

*Depends on request. MOQ required

Extreme finishing Additional Extreme Treatment Anticorrosive Primer Zinc Rich (for products made from galvanized steel)
That meets the requirements of a corrosion class C5 I according to DIN EN ISO 12944

Reference DescriptionExtra Finishes

XT

u. / pallet
Type of Packing

Palletised
Pallet dimensions mm* Pallet

Wheight
VolumeLarge HeighDescription Width

shrink
wrapped

shrink
wrapped

Packing details (with pallet)

u. / pallet
Type of Packing

Palletised
Pallet dimensions mm* Pallet

Wheight
VolumeLarge HeighDescription Width

*Could be changed to make easy the logistic optimization in case of mixed items
Ask for logistic optimization for full containers, trailers or trucks

*Could be changed to make easy the logistic optimization in case of mixed items
Ask for logistic optimization for full containers, trailers or trucks
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